
TREATMENTS

WARRANTY(*)

EASY MAINTENANCE

FOR ALL PHOTOTYPES

112233445566

Black and 
very fine hair

1

Blond and 
white hair

Photoepilation

THE OPERATOR

PHOTOREJUVENATION

THE MANUFACTURER 

Reduce capillary 
redness

Reduce dark spots 
and even out skin tone

Reduce fine lines, 
restoring skin elasticity 

and suppleness

1 to 6 sessions

3 to 6 sessions1 to 8 sessions

5 to 12 sessions

Simplified maintenance  
for the operator:

►► Water management

►► Air filter inspection and cleaning

►► Applicator inspection and 
maintenance

Manufacturer maintenance is mandatory every 
12 months and includes:

►► Filter cartridge replacement

►► Internal cleaning

►► Energy testing and measurement

►► Safety testing

Anthélia® LASER alerts the operator about optimized maintenance and 
annual service reminders via its interface.

►► Manufactured in France
►► After-sales service in 

France

Anthélia® LASER is a CE-marked device, 
compliant with medical safety, laser, and 
IPL standards.

EUROFEEDBACK
ZI de la Petite Montagne Sud
3 Rue de l’Aubrac
CE 1714
91017 Evry Cedex
France

contact@eurofeedback.com
+33 (0)1 60 86 31 10

    www.eurofeedback.com

Innovation at the service 
of custom treatments

« ANTHELIA® LASER – Reinventing aesthetics with technology and precision »

French manufacturing • Patented technology

The first french LASER & IPL platform

►► Lifetime warranty on applicators (subject 
to conditions) : Optimal conditions for 
long-term profitability 

French 
Manufacturing
Eurofeedback compagny 
has been designing and 
manufacturing specialized 
electronic equipment since 
1989 for the space and 
military industries.

Since 1994, the company 
has been developing 
innovative professional 
pulsed light and LASER 
devices for industrial, 
medical, and aesthetic 
applications.

►► 2-year warranty on parts and labor 
(excluding consumables)

(*) Refer to contractual conditions
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An Innovation by Eurofeedback
Eurofeedback introduces the Anthélia® LASER, a versatile platform combining innovation, 
performance and safety. Designed to meet the needs of aesthetic and medical 
professionals, Anthélia® LASER redefines the standards of LASER and IPL solutions.

►► « Cooling Pipe » technology ensures optimal cooling of 
the LASER and IPL optical conduit. 

►► Integrated Contact Detector in LASER and IPL 
applicators (future activation according to regulations).

►► Superior Energy Precision 
Five times better than standard requirements.

►► Advanced Cooling System  
Maintains performance even during intensive use.

►► Artificial Intelligence & Advanced Algorithms 
Optimizes treatments based on phototype, hair density, 
and treatment conditions for maximum personalization.

►► Dual Control Current Voltage (D2CV) Technology 
Ensures optimal flash control.

►► Adaptive learning 
Gradually adjusts settings based on patient-specific 
results, providing advanced customization. 

►► More Intuitive Interface  
10.4” touchscreen: select treatments (LASER, HR/RHR, 
SFL/RSFL, SR) based on the connected applicator.  
«Full-body» treatment selection available.  
Client management, treatment statistics, etc.

►► Quieter Operation  
Noise reduction algorithm ensures operation at 54 dB, 
minimizing sound disturbances

►► Integrated Storage Drawer 
Conveniently stores accessories and consumables.

►► Enhanced Mobility : 4 wheels with brakes, front and 
rear handles for easy transport.

LASER Applicator

IPL ApplicatORS

ADVANCED Technology

Design & ergonomICS

Performance & SAFETY

►► DSF 
Double Filter System (DSF) 
For improved filter stability and a 
longer lifespan. 

Ergonomic applicator 
supports:
2 storage holders
1 working holder

Supports

Maintenance access door

► 2 storage blocks
► 1 easily accessible base 
for plugging in the applicator 
connector.
► 1 locking lever to secure the 
connector.

Bases & lever

►► High-power  
multimode laser diode

►► Emission area: 4 cm² 

►► Energy up to 20J/cm²

►► Pulse width: 2 to 100ms

►► Max frequency: 10 Hz

►► Cooling at 5°C

►► Pulse width: 2 to 95ms

►► Max frequency: 3 Hz

►► SFL : 7,5 cm² / 665 – 1400 nm

►► HR : 7,5 cm² / 610 – 1400 nm

►► SR : 3,5 cm² / 475 – 1400 nm

Hair type
1 to 5

Phototype
1 to 6

Zone
Full body

Photoepilation

Triple Wavelengths

►► Alexandrite 755 nm

►► Diode 808 nm

►► Nd:Yag 1064 nm

3-in-1 LASER

Solid metal for cooling

Metal component

Ergonomic handle with 
trigger or foot pedal 
(foot pedal optional)

Cooling integrated into the tip 
(15°C cooling).

COOLING

Energy output < 20J/cm²

LEGACY APPLICATOR

Supports for applicator cables 
Reduces strain on the operator. 
Long and flexible cables. 

Whips

►► Smart Energy Regulation (SRE) 
Predictive real-time adjustment of power output, 
Optimized energy stability, 
Extended lifespan of LASER and IPL applicators.

►► Integrated self-diagnostic system 
Continuous performance monitoring 
Maintenance & consumable replacement alerts 
Remote diagnostics capability.

 Powerful
 Fast

Thanks to 
 3D Processor

system

MONOPULSE Multipulse
Rafale

(On motion)

To replace the air filter

HR/
RHR

SR

►► Rafale mode (On-motion) 
integrated into all 
applicators  
Each applicator now 
combines monopulse/
multipulse mode and 
Rafale mode for optimal 
flexibility and more effective 
treatments.

►► Backward compatibility 
Availability of previous-
generation IPL applicators 
in «Legacy» mode	

SR/
RSRSFL/

RSFL


